
Order Information

Order No.: 00-24-561-0000 
(1 mm ball screw pitch)

Order No.: 00-24-562-0000 
(2 mm ball screw pitch)

Product Features

flat, ergonomic design 
with rounded corners

plain surface for easy cleaning

exchangeable stage inserts 
for different kinds of applications

motor cable connection front right

integrated electronic stage identification 
device ETS for automatic identification 
of the scanning stage and parametrization 
of the controller

5 years guarantee, 
if the scanning stage is operated 
in the system with the Märzhäuser 
TANGO controller

Accessories

Glass plate (included in delivery) 
Order No.: 00-24-401-0810

Stage insert for 1 slide 76 × 26 mm (3“ × 1“) 
Order No.: 00-29-401-8010

For further accessories please visit: 
www.marzhauser.com

Specifications

Travel range max. 76 × 52 mm

Travel speed max. 25 mm/s (with 1 mm ball screw pitch)
max. 50 mm/s (with 2 mm ball screw pitch)

Repeatability < 1 µm (bi-directional)1

Accuracy ±3 μm1

Resolution 0.01 µm (smallest step size)

Orthogonality < 10 arcsec

Motor 2-phase stepper motor

Limit switches optical light beams

Stage opening 116 × 116 mm

Material / surface aluminium / anodic coating, black laquered

Weight approx. 2.6 kg (without stage insert)

Scanning Stage SCAN 75 × 50 for Upright Microscopes

1 measured according to VDI/DGQ 3441
Specifications valid with TANGO controllers only!

Specifications are subject to change without notice!
Issue: April 2015

Dimensions
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1 gemessen nach VDI/DGQ 3441
Spezifikationen nur gültig mit TANGO-Steuerungen.

Bestellinformationen

Bestell-Nr.: 00-24-563-0000 (1 mm Spindelst.) 
Bestell-Nr.: 00-24-564-0000 (2 mm Spindelst.) 

Produktmerkmale

flaches, ergonomisches Design 
mit abgerundeten Kanten

geschlossene Oberfläche 
zur besseren Reinigung

anwendungsbezogen 
auswechselbare Tischeinlagen

Motorkabelanschluss vorne rechts

elektronisches Typenschild ETS 
zur automatischen Erkennung 
des Scanningtisches und 
Parametrisierung der Steuerung

5 Jahre Garantie, 
sofern der Scanningtisch im System 
mit der Märzhäuser-Steuerung TANGO 
betrieben wird 

Zubehör

Glaseinlegeplatte (im Lieferumfang enthalten) 
Bestell-Nr.: 00-24-427-0810

Einlegerahmen für 1 Objektträger 76 × 26 mm 
Bestell-Nr.: 00-24-427-8030

Weiteres Zubehör finden Sie unter: 
www.marzhauser.com

Spezifikationen

Verfahrbereich 75 × 50 mm

Verfahrgeschwindigkeit max. 25 mm/s (mit 1 mm Spindelsteigung)
max. 50 mm/s (mit 2 mm Spindelsteigung)

Wiederholgenauigkeit < 1 µm (bidirektional) 1

Genauigkeit ±3 μm 1

Auflösung 0,01 µm (kleinste Schrittweite)

Orthogonalität ≤ 5 arcsec

Motortyp 2-Phasen Schrittmotor

Endschalter Lichtschranken

Tischöffnung 160 × 116 mm

Material / Oberfläche Aluminium / Eloxalschicht, schwarz lackiert

Gewicht ca. 2,5 kg (ohne Tischeinlage/Einlegerahmen)

Scanningtisch SCAN 75 × 50 für aufrechte Mikroskope

Abmessungen

Änderungen vorbehalten.
Stand: Juni 2018

Tel: 0755-Tel: 0755-84870203
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